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The energy dependence of the pulse height, the resolution
and the efficiency of a total absorption neutron calorimeter
has been measured for ~article energies 3 GeV < Tkin < 21
GeV~ There are indications that the response and the resolu-
tion of the detector are influenced by the number of partic-
les produced in the first nucleon-nucleus interaction of the
shower process.
ZUSAMMENFASSUNG
Die Energieabhängigkeit der Pulshöhe, des Auflösungsvermögens
und der Nachweiswahrscheinlichkeit eines Neutronenkalorimeters
wurde im Energiebereich 3 GeV < Tk , < 21 GeV untersucht. Die~n
Impulshöhe und das Auflösungsvermögen scheinen von der Multi-
plizität des primären Nukleonkernstoßes abzuhängen.
- 2 -
1. INTRODUCTION
For the detection and energy measurement of high energy ha-
drons, detectors of the calorimeter type become of increa-
sing importance [1-5] since the energy resolution properties
increase with the particle energy. Calorimeter type detec-
tors seem to offer the only possibility to detect and measu-
re the energy of neutral hadrons. Calorimeters have already
been used by different groups at proton accelerators and at
the storage rings [5,6,7]. In this report we describe the
properties of a hadron calorimeter of the sandwich type
which is used at the split-field-magnet detector facility
(SFM) of the proton intersecting storage rings (ISR) at CERN.
This calorimeter has some special features which allow to
fit it into the detector facility. During the test and cali-
brat ion runs of the detector at the CERN PS some properties
of the shower process have been obeerved which give additio-
nal information concerning the hadron shower which may be
important for future applications of this detector type.
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2. DESCRIPTION OF THE DETECTOR
Fig. 1 shows the layout of the ca10rimeter. It consists of
three modules of scinti11ator-copper sandwiches. The scin-
ti11ators of each module are separate1y mounted to a photo-
multiplier tube (Va1vo 58 AVP), which is shie1ded from the
fringe fie1d of the SFM by iron pipes [8]. The tnickness of
the copper converter-p1ates is 2.2cm and 3cm, the thickness
of the scinti11ator is 0.7cm. The total copper thickness
amounts to 73cm, whi1e the total material of the ca10rimeter
corresponds to 7.0 co11ision 1engths. In order to start the
hadronic cascade within the front part of the ca10rimeter
four 2.2cm thick copper p1ates of 10cm x 10cm surface are as-
semb1ed between the first scinti11ator p1ates of the front
module fo110wed by the probe counter PC (fig. 1). The conver-
sion within the sma11 copper p1ates was detected by a pulse
height analysis of the probe counter PC, i.e. a pulse height
. exceeding that of minimum ionising partic1es. In front of
the ca10rimeter an anticounter is assemb1ed to suppress the
detection of charged partic1es traversing the cra10rimeter.
Its efficiency was measured to be higher than 99.8%.
In order to minimize the 10ss of parts of the shower by its
lateral deve10pment the surface area of the counter increa-
ses from 200cm2 at the front side continious1y to 250cm2 at
the back~ This cnoice of the set up is based on a Monte Car10
simulation of the shower process [2].
The pulse height spectrum of the three scinti11ator modules
of the ca10rimeter and the pulse height spectrum of the probe
counter were Decorded. The energy of the absorbed hadron is
determined from the summed pulse heights of the three scinti1-
lator modules. In order to monitor the stability of the set
up a light diode is attached to each module. It has been ca-
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librated by detecting protons of well defined energy with
the calorimeter. The measurements at different days were re-
producible within ±1%.
3. OPERATIONAL CHARACTERISTICS
The calibration of the calorimeter was performed at the CERN
PS with protons in the energy interval 3 GeV < Tk , < 21 GeV.ln
As fig. 2 shows, the pulse height of minimum ionising partic-
les varies by ±6% over the total area of the calorimeter. The
pulse height of the shower for monoenergetic protons hitting
the four small front converters at different places varies by
less than ±3% (fig. 3). For the three scintillator modules no
change of the relative width of the p~lse height distribution
was observed for different high voltages applied to the dynode
system (fig. 4, 5). Therefore in the calibration measurements
a high voltage was applied to the photomultiplier tubes which
allowedfor a maximum dynamic range of the response signal.
For different energies of the primary proton the pulse height
spectra of the scintillator modules were summed up and recor-
ded by a multichannel analyser which was gated by the signal
of the beam defining counters in order to suppress the back-
ground contributions. Fig. 6 shows that the response function
is linear in the energy region investigated. The extrapolated
line crosses Tk , = 0 at a pulse height different from zero.ln
We carefully checked that this effect is not due to shifts of
the zero level of the electronics. The observation can be ex-
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plained qualitatively by the threshold effect of the shower
process.
In addition to the response function the absolute and the re-
lative width of the pulse height distribution are plotted in
fig. 6. At low energy the absolute width decreases. The pre-
sent understanding of the shower process and the importance
of nuclear phenomena do not allow a simple explanation of the
observed trend. However the result is in agreement with the
observations of other experiments [2]. For completeness we
present in fig. 7 the pulse height distributions of the sho-
wer for different energies of the primary particle. Its de-
tailed form is of importance for the unfolding procedure of
the measured spectra. The pulse height distributions are ap-
proximately of gaussian shape.
4. PROPERTIES OF THE PROBE COUNTER
The probe counter PC has been ~ntroduced into the calorime-
ter assembly (fig. 1) in order to detect the conversion of
the incoming hadron within the four copper converters in the
front part of the calorimeter. In fig. 8 the pulse height
spectrum of this counter is shown. The maximum at small pul-
se heights is due to minimum ionising particles which have
not been converted by the four copper plates. It is followed
by two small m~xima due to 1 respectively 2 produced·partic-
lest In the trigger condition a threshold is set in the pul-
se height spectrum in order to separate through-going partic-
les from those which are converted~ In fig. 9 the efficiency
of the calorimeter is plotted which is defined by
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n = (number of converted particles with a pulse
height in PC greater than a threshold value)!
(number of hadrons hitting the converter)
In the actual experiment a threshold at 500mV will be chosen
in order to separate clearly between converted and through-
going particles, the efficiency of the calorimeter will than
be of the order of 45%, depending on the particle energy (fig.9).
Fig. 10 shows the pulse height spectra of the three modules
of the calorimeter for different threshold values of the probe
counter PC. The separation of minimum ionising particles is
clearly visible. One obsenves that with increasing threshold
va]ues an increasing amount of energy is deposited in the
first module.
In fig. 11 for a kinetiä energy of Tk , = 21 GeV the pulseJ.n
height of the calorimeter and the width of the response func-
tion are plot ted for different thresholds in the pulse height
spectrum of the probe counter pe. The pulse height increases
with increasing threshold values while the absolute width de-
creases. These measurements have been performed for thickness
of the small converter of 8.8cm, 44.cm, and 2.2cm in front of
the probe counter PC. The results of these measurements agree
within the error limits. At an energy of Tk , = 10 GeV oftheJ.n
primary particle the increase of the pulse height as weIl as
the decrease of the absolute width of the pulse height distri-
bution were weaker. These results give support to the ,assump-
tion that the absolutewidth and the pulse height of a calori-
meter depend on the number of particles produced in the first
hit of the primary hadron with the nucleons of the converter.
This result may be of importance for the application of calo-
rimeters of the sandwich type to the investigation of neutri-
no interactions, since the mean mUltiplicity for these reac-
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FIGURE OAPTIONS
Fig. 1: Layout of the calorimeter
PO probe counter







Fig. 2: Variation of the pulse height of the calorimeter
for minimum ionising particles as a function of
the place of incidence.
Fig. 3: Pulse height and resolution of the calorimeter
for monoenergetic protons hitting the converter
at different places.
Fig. 4,5: Influence of the high voltage applied to the coun-
ters on the energy response and the resolution for
minimum ionising particles and converted protons
respectively.
Fig. 6: Energy dependence of the pulse height and the
width of the pulse height distribution.
Fig. 7: Pulse height distribution functions at different
energies of the primary particle.
Fig. 8: Pulse height spectrum of the probe counter PO.
Fig. 9: Efficiency of the calorimeter as a function of
the pulse height threshold in the probe counter
PO.
- 11 -
Fig. 10: Pulse heights of the three calorimeter modules for
different thresholds of the probe counter pe.
Fig. 11: Influence of the threshold of the probe counter on
the response and the resolution of the calorimeter.
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